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“ To Turn Industries Green By Providing Lubrication
Solutions In Tribology And Surface Treatment”.

4




PRODUCT SELECTION GUIDE

ANTISEIZE

Applications

AS - 352
Multipurpose Antiseize Compound

Technical Data

Lithium, Mineral Oil,Graphite, Moly,
Copper, Dark Brown to Greyish Black
NLGI #1 -2

Operating Temperature

-20°C to 1100°C (For Solid Lubricants)

AS - 470 Inorganic Thickner, Synthetic Qil, -45°C to 1200°C (Dry Lubrication)

Metal free Antiseize Greyish Black, NLGI # 2 -45°C to 220°C (Wet Lubrication)
Compound

FG-100 as Inorganic Thickner, Synthetic Qil, PTFE -25°C to 400°C (For Treaded Connections)

Food Grade Anti-seize Compound

Drop Point - None, NLGI # 1

GM - 50
Moly Based Antiseize Compound

Inorganic Thickner, Mineral Oil, Moly,
Grayish Black, NLGI # 1

-20°C to +1110°C

METAPLAT
Copper Based Antiseize Compound

Inorganic Thickner, Mineral Oil, Copper,
Copper Red, NLGI #1 -2

-18°C to +1100°C

NS - 468
Nickel Based Antiseize Compound

Inorganic Thickner, Synthetic Qil, Nickel,

Silvery Grey, NLGI # 1-2

-30°C to +1400°C

SAM-2200
White Assembly Paste

CLEANER

Lithium Soap, Mineral Qil, PTFE,
Off White, NLGI # 2

-20°C to +180°C

Applications Color pH Value Flash Point (°C) Odour
DG - 202 Pale Yellow 6.5+1.0 - Mild
Versatile Detergent & Wetting Agent

DG - 281 Milky White 7.8 1.0 40 Mild
Solvent Emulsion Cleaner

DG - 302 Pale Yellow 7.5+1.0 - Mild

Eco - friendly Degreaser to Yellow

DG - 330 Yellow to Brown - 70 Characteristic
Tough Cleaner

DG - 500 Transparent - 44 Negligible
Solvent Based Cleaner

REM - 400 Pale to Dark Yellow 2.0+1.0 - Mild
Foaming Acid

Cleaner

NTKOR - 9621 Clear 9.0+0.2 - Mild
Aqueous Neutral Cleaner

NTKOR - 9625 Clear 9.0+0.5 - Mild
Heavy Duty Aqueous Neutral Cleaner

NTKOR - 6060 Pink Clear 8.50 + 0.05 - Characteristic
Eco Friendly Bio - Degradable Degreaser ~Liquid

NTKOR - 9628 Clear Liquid 9.0+0.2 - Mild

Aqueous Neutral Cleaner

GREASES

Applications

ARG - 100
Acid Resistant Paste

Technical Data

Proprietory Soap, Synthetic oil,
Yellow, Off White, Paste

Operating Temperature

-10°C to +60°C




PRODUCT SELECTION GUIDE

GREASES

Applications

BRB - 100
Multipurpose Moly Grease

Technical Data

Complex Lithium,Mineral Oil, Moly,
Black to Grey Black,NLGI # 2

Operating Temperature

-20°C to +180°C

BRB - 400
Heavy Duty / High Temperature Grease

Lithium Complex, Mineral Qil, Moly,
Black to Grey Black, NLGI # 2

-25°C to +260°C

BRB - 500 G
Non Melt / Non Drip Grease

Non-soap, Mineral Oil, Black to Grey
Black, NLGI # 2

-20°C to 250°C

BRB - 575 / 575 Super
High Speed Bearing Grease

Complex Lithium,Synthetic Oil, PTFE,
Buttery White, NLGI # 2

-40°C to 150°C

BRB - 610
Premium Multipurpose Grease

Sulfonate Thickener, Mineral Oil,
Light To Dark Brown, NLGI # 2

-15°C to +280°C

BRB - 700
Specialty High Performance Grease

Polyurea, Mineral Oil, Beige to Bright
Yellow, NLGI # 2

-20°C to +230°C

CSR - 100
High Speed Grease

Complex Lithium, Mineral Oil,
Dark Brown to Red, NLGI # 1

-20°C to +180°C

CSR - 550
Specialty Fluid Grease

Lithium, Mineral Qil, Yellow to Brown,
NLGI # 000

-20°C to +120°C

EC-111/211/511
Electrical Contact Grease

Complex Lithium,Synthetic Oil,
Beige to Light Brown, NLGI # 2

-40°C to +140°C

EC - 424
Electrically Conductive Grease

Inorganic Thickner, Synthetic Qil,
Black, NLGI # 1-2

-20°C to +160°C

FG- 100
Food Grade Grease

Calcium Soap,Food grade,
Light Yellow to Brown,NLGI # 2

-25°C to +120°C

FG - 400

High Temperature Heavy Duty Lubricant

Inorganic Thickener, Synthetic Qil,
Light Yellow to Brown, NLGI # 2

-40°C to +240°C

SAM - 8500
Extreme Purpose Grease

Multi Compex Soap, Mineral Qil,
Beige To Brown, NLGI # 2-3

-30°C to +190°C

SAM - 9140
Long Life Grease

PFPE/PTFE, White To Light Brown,
NLGI # 2

-20°C to +250°C

GM - 400s
High Performance Grease

Lithium Complex, Mineral Oil,
Drop Point - 260°C min, NLGI # 2

-20°C to +240°C

GM - 707M
High Temperature Grease

Synthetic Qil, Inorganic Thickner,
Black, NLGI #1 - 2

-30°C to +220°C

GS - 65
Dielectric Sealant-Cum-Lubricant

Silicon Oil, Inorganic Thickner,
Light gray, Translucent, NLGI # 2-3

-50°C to +200°C

HVG - 200
High Vacuum Grease

Silicone Oil, Inorganic Thickner,
Light Grey Translucent, NLGI # 3

-40°C to +250°C

ML - 160
Specialty Multipurpose Grease

Complex soap-based, Beige to Dark
Brown, NLGI # 2

-25°C to +160°C

ML - 600
Extreme Duty Grease

Complex Lithium, Synthetic Oil,
Mineral Oil, NLGI # 2

-20°C to +120°C

ML - 6502
Heavy Duty Grease

Aluminum Complex, Mineral Oil,
Beige To Dark Brown, NLGI # 2

-15°C to +160°C

PSR - 200
Multipurpose Fluid Grease

Complex Lithium, Synthetic Oil,
Beige, NLGI # 00

-40°C to +160°C

HVG - 200
High Vacuum Grease

Silicone Oil, Inorganic Thickner,
Light Grey Translucent, NLGI # 3

-40°C to +250°C



PRODUCT SELECTION GUIDE

GREASE

Applications

PMG - 60
Extreme Temperature/Heavy Duty Paste

Technical Data

Moly / Synthetic,Black
NLGI # 1

Operating Temperature

-30°C to +425°C

SN-12
Multifunctional Silicone Grease

Complex Lithium, Silicone Qil,
Light Beige, NLGI # 2

-40°C to +200°C

SN - 33
Low Temperature Silicone Grease

Complex Lithium, Silicone Qil,
Light Beige, NLGI # 2

-70°C to +180°C

SN - 41
High Temperature, Heavy Duty Silicone
Grease

Inorganic Thickner, Silicone Qil, Moly,
Black, NLGI # 2

-18°C to +300°C

SN - 45
Silicone Mould Release Compound

Inorganic Thickner, Silicone Oil,
White, NLGI # 2

-40°C to +200°C

SN - 64
Low Temperature Synthetic Grease

Complex Lithium, Synthetic Oil,
Light Beige, NLGI # 2

-60°C to +150°C

SN - 5120
Premium High Temperature Grease

Synthetic Oil / Lithium Complex,
Beige to Light Brown, NLGI # 2

-35°C to 220°C (continuous)
-35°C to 250°C (for short duration)

SN - 6502
Heavy Duty Grease

Aluminum Complex, Synthetic Oil,
Beige To Dark Brown, NLGI # 2

-35°C to +160°C

SN - 8120
Specialty Boundary Lubrication Grease

Synthetic Oil / Lithium Complex,
Beige To Light Brown, NLGI # 2

-40°C to +220°C

SN - 3320
Low Temperature Plastic Grease

Lithium Complex, Synthetic Qil
Beige to Light Brown, NLGI # 2

-30°C to + 220°C

SN - 2120
Premium Synthetic Grease

Complex Lithium, Synthetic Oil
Beige to Light Brown, NLGI # 2

-50°C to + 150°C

WP - 100 sf
Open Gear Lubricant

OILS

Complex Soap, Mineral Oil
Black to Grey, NLGI # 00

-25°C to +150°C

Applications Technical Data Viscosity (cSt) Flash Point (°C)
FGL Series Oils Synthetic Oil, 10, 15, 22, 32, 46, 68, 100, 150 (min)
Food grade Lubricating Qil Yellow 150, 220, 320,460, 680,1000

GEARLUBE SPG Series Synthetic Oil, 68, 100, 150,220, 320, 460, 200 (min)
Synthetic Gear Oil Pale Yellow to Brown 680

GEARLUBE SP 'S’ Series Synthetic Hydrocarbon, 68, 100, 150, 220, 320, 460, 220 (min)
Synthetic Gear Oil Pale Yellow to Brown 680, 1000

Gearlube PAG Series PAG, Yellow to 100, 150, 220, 320, 460 200 (min)
Synthetic Gear Oil Dark Brown

HL Series Mineral QOil, Pale Yellow 10, 15, 22, 32, 46, 68, 100 160 (min)
Circulating and Hydraulic Oil

IT - 100 Series Silicone Oil 310 (min)
Silicone Oil

OD - 800 Series Mineral Oil, Graphite, 180 - 225 Sec. 160 (min)
Colloidal Graphite in Oil Black (Ford Cup no. 2)

SAM HT - 450 M Synthetic Oil, Moly, Black 135 - 165 220 (min)

Moly Dispersion in Synthetic Oil

-40°c to +425°c (Dry)
-40°c to +200°c (Wet)
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OILS

Applications Technical Data Viscosity (cSt) Flash Point (°C)
VHT - 110 High Performance 90 - 110 250 (min)
Adhesive Chain Oil Base Oil

VHT - 300 / 220 Premium Synthetic Oil, Water 200 - 240 280 (min)
Synthetic High Temperature White to Pale Yellow,

Chain Oil -20°c to +240°c

PROTECTIVE COATING

Applications Color Film Type Coating Thickness Drying Time (min.)
ARCOAT Greyish Dry 150 20 - 30
Acid Resistant Coating Microns

DW - 79 Light Amber Wet, Waxy 25 - 40 20 - 30
Wax Based Heavy Duty Corrosion to Light Brown Micron

Protection Coating

DW - 6294 Light Amber Dry, Waxy 12-15 10 - 20
Heavy Duty Corrosion Protection to Light Brown Microns

Coating

GRAPHIKOTE XX Dark Grey Dry 3-10 5
Dry Graphite Lubricant Microns

HTP - 600 Bright Silverish Dry 20 - 25 10 - 15
Heat Resistant Anti corrosive Microns (Min touch dry)
Coating

MOSILBOND - 100 Dark Grey Dry 3 -10 5
Dry Moly Bonded (5 Min touch dry) Micron

Lubricant Spray

NTKOR - 4823 Clear Soft 5-2 -
Soft Film Rust Preventive Oily Microns

NTKOR - 1410 Amber Oily 8-10 )
Solvent Based Medium Term Micron

Rust Preventive

NTKOR - 1302 Amber Soft 6-8 -
Solvent Based Medium Term Oily Micron

Rust Preventive

RCH - 100 White to Dirty Dry 30 20 - 30
Rust Convertor White Micron

RPH - 3840 Clear Dry > 30 -
Peelable Corrosion Protection microns

Coating

RPH - 3860 Pale Yellow to Wet 15 10 - 20
Wax Type Corrosion Protection Yellow Microns

Coating

RPH - 3870 Pale Yellow to Yel low  Dry 10 20 - 30
Heavy Duty Corrosion Protection Micron

Coating

IS - 44 Bright Silverish Dry 20 - 22 15-20
Bright Galva Coating Micron (Touch Dry)
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Mosil Lubricants Private Limited

Technical Services Dept: "ANIRA" Plot No. A-791/3, MIDC Khairne, Navi Mumbai - 400701. INDIA
T: +91 22 2464 0500 /0501 | F: +91 22 2778 8505 | E: corporate@mosil.com | W: www.mosil.com
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